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L   48 in

H  2.75 in

W 4.375 in or 5.375 in 
(for 4.25 in or 5.25 in fixtures)

2.56 lbs (4.375 in model)

Dimensions per unit for model shown -  
2 strips are required for an 8 ft conversion.

Only one driver is required regardless of 
model.

100,000 hours - Zero Maintenance

energybank CK - LED Strip Light Conversion Kit with 
its best-in-class light engines can replace  T8 and T12 
fluorescent 4-foot or 8-foot strip fixtures. 

With over 100,000 hour life, CK fixtures provide high-quality 
illumination for years to come with zero maintenance costs. 

CK - LED Strip Light Conversion Kits are designed for quick and 
easy installation and feature a sleek, compact design.

Constructed of 98% pure 3105 aluminum with a durable, 
proprietary composite polyester exterior finish. Black or White is 
standard, custom colors and finishes are available.

Features: 

•	 120-277 Universal Voltage

•	 Superior thermal management

•	 Superior light distribution 

Options: 

•	 30W, 50W, 60W or 100W nominal LED light engine

•	 4 ft or 8 ft kits

•	 Converts 4.25 in or 5.25 in fixtures

Warranty:
•	 5-year standard limited warranty from  

Osram on all light engine components.

Front view. CK - LED Strip Light Conversion 
Kit with Frosted lens option shown above. 

Back view. energybank CK - LED Strip Light 
Conversion Kit with100W, 5000K LED light 
engine and driver shown above.

Manufactured in USA

Classified by UL to  
1598C standard.

Before: T12 - using 210W 
12,000 hour life

After: CK - using 100W
100,000 hour life


